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Date: 7/6/2018 Time: 08:00 AM Report ID: 00001
Property:
333 Sample Report Lane
Mystic CT 06355

Customer:
Mr. John Smith

Real Estate Professional:
Real Esate Agent
Local Real Estate agency

A Message to the Home Buyer

This building inspection is being conducted in accordance with the State of Connecticut Department of Consumer Protection
(of which you were given a copy of and I highly recommend that you read thoroughly) home inspector regulations recognized
standards of practice and is for the purpose of identifying major deficiencies which might affect your decision whether to
purchase. Although major problems may be mentioned, this report does not attempt to list them all.

You are urged to attend the inspection and accompany the inspector during his examination of the building. The information
you will gain from this will be of great value to you. This report is a summary of that information.

It is important that you understand exactly what your professional building inspector is able to do for you and what the
limitations are in his inspection and analysis. The inspection is of readily accessible areas of the building and is limited to
visual observations only. The inspector cannot report on obscured or concealed defects and he may not move furniture, lift
carpeting, remove or dismantle any items or equipment.

Homebuyers, after settlement and occupying the building, sometimes overlook important information and warnings contained
in their reports. This can result in failure of equipment or other damage which could have been prevented if the the
inspector's advice and recommendations had been followed.

After occupancy, all building may have some defects which are not identified in the inspection report. If a problem occurs that
you feel the inspector's report did not give you sufficient warning of, call him. A phone consultation may be helpful to you in
deciding what corrective measures to take and the inspector may be able to advise you in assessing proposals offered by
building contractors for remedying the problem.

This report is not a guarantee or warranty; we cannot eliminate all your risk in purchasing.

All buildings will have issues, regardless of age or usage. It is not the purpose of this report to compile a complete, definitive,
or exhaustive list of items that need attention, but to document the general condition of the building and note visible and
apparent defects in the systems and components that are readily visible and accessible at the time of the inspection. Not all
minor cosmetic items, such as marred finishes or minor drywall settlement cracks, will be identified during this inspection.
Minor cosmetic items may be mentioned as a courtesy during your discussions with me as we both examine the home, but
may be omitted from the written report. Components such as wooden framing behind the wooden shingled siding, finished
attic areas, or above closed, fixed ceilings - cannot be seen, probed, or evaluated.

It is the goal of the inspection to put a buyer in a better position to make a more informed buying decision. Unexpected, or
routine maintenance repairs should still be anticipated after purchasing this home. All conditions reported are as they existed
at the time of the inspection and may be subject to change or deterioration any time after the inspection.

NOTICE TO THIRD PARTIES: This document is the exclusive property of Mystic Home Inspection, LLC and the client(s)
listed above and is not transferable to any third parties or subsequent buyers. Our inspection services have been performed
via a written contract agreement that limits its scope and usefulness. Unauthorized recipients of any knowledge, written or
verbal, garnered as a result of our services tendered as part of this agreement are therefore advised not to rely upon this
information, but rather to retain the services of an appropriately qualified home inspector of their choice to provide them with
their own property evaluation.

Comment Key or Definitions

All comments by the inspector should be considered before purchasing this home. Some recommendations as noted by the
inspector to repair or replace suggests a second opinion or further inspection by a qualified contractor. All costs associated
with further inspection fees and repair or replacement of item, component or unit should be considered before you purchase
the property.

Unless otherwise noted, my inspection of the exterior of this home was conducted from ground level.

Mystic Home Inspection Smith
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Please review this report for information, suggestions, and recommendations as they pertain to this home.

It is always recommended that major components of the home, (Examples: heating systems, air conditioning systems, water
heaters, fireplaces and appliances.) be cleaned, serviced and inspected if they have not been within the last year.

All directional references to left, right, front or rear assume the reader is standing in the street, facing the front
doors of the home being referenced.

Recommendation: - Is an indication that further evaluation by a licensed contractor or professional is needed. The red
lettering is a convenience for you, it is strongly recommended that you read the entire report.

Recommendation: - Is an indication of a maintenance issue. The green lettering is a convenience for you, it is strongly
recommended that you read the entire report.

As I explained to you at the time of the inspection, certain conditions existed that prevented me from accessing and
observing items that I often can see and inspect. Examples are as follows:

> The report is not a compliance inspection or certification for past or present governmental codes or regulations of any kind.

> Exclusions: The inspection and report do not address and are not intended to address the possible presence of or danger
from any potentially harmful substances or environmental hazards including but not limited to radon gas, lead paint,
asbestos, urea formaldehyde, toxic or flammable chemicals and water or airborne hazards. Note: Separate testing may have
been ordered for radon, water and radon in water testing. If asbestos is noted in the inspection report, it is recommended to
have an asbestos abatement company evaluate the material and then make recommendations.

> The exterior of the home and its trim appeared to be approximately one hundred percent encased with exterior siding.
Consequently I could not see any of the framing.

> Maintenance and other items may be discussed, but they are not part of our inspection. The report is not a compliance
inspection or certification for past or present governmental codes or regulations of any kind. The inspection also does not
comment on if any permits were pulled and any certificates of occupancy.

> Mold testing was not conducted during the inspection. Current information indicates that the presence of some types of
mold may cause health problems in certain individuals. Not all molds are detectable by visual inspections conducted by a
certified professional home inspector. Properties may have hidden mold problems of which the Seller/Lessor is not aware.
The only way to provide reasonable assurances that the property does not have a mold problem or a moisture problem that
creates the potential for a mold problem is to retain the services of a professional mold inspector to conduct the appropriate
inspection and testing necessary for the property. This may consist of interior and exterior examination of the property and
can include moisture detection by use of a calibrated meter as well as sampling for airborne spores or taking samples of
visible mold. These are some basic procedures and further procedures or recommended protocol may be required. Note: If
a visual presence of mold is noted during the inspection, it will be noted in the report and a certified professional should be
consulted for a mold inspection.

> The home inspection does not include if permits were pulled on any structure or component of the home. If you are
purchasing a home or commercial property you should carefully check if any additions or improvements to the property were
made after the original construction. If you don’t research the status of past and current Building Permit activity for the
property with the local Building Department having jurisdiction for the property, you could be at risk if you purchase.

If renovations were made by a prior property owner that required a permit and the property was later bought and sold several
times, the building official may have the authority to force the "Current Owner" to obtain the permit and satisfy all code
requirements. All previous owners including the one(s) that made the renovations are off the hook and the current owner
becomes responsible for compliance. If you just purchased the property then you are now the “Current Owner”.

> We do not determine if the home is on a flood plain. It is your responsibility to call the local town hall to see if your home is
on a flood plain.

> Client is solely responsible for completion of the pre-closing walk-through checklist in order to verify that the condition of
the home has not changed since the inspection and to check for any defects that may have been concealed by the prior
owners personal belongings at the time of the inspection. Mystic Home Inspection, LLC is available to assist with this walk-
through for an additional fee.
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Start Time:
08:00 AM

Stop Time:
09:45 AM

Standards of Practice:
Connecticut

In Attendance:
Client and their agent

Type of building:
Single Family (2 story) Cape Cod

Year Built:
2014, Per Field Card

Approximate age of building:
Under 10 Years

Square Footage:
2240 SQFT, Square Footage, Per Field Card

House Occupied:
No

Furnished:
Empty

Utilities Status:
All Utilities On

Water Source:
Public - Per Client

Sewage Disposal:
Public - Per Client

Weather:
Cloudy

Temperature:
Over 60 (F) = 15.5 (C)

Rain in last 3 days:
Yes

Snow in the Last 3 days:
No

Ground/Soil surface condition:
Dry

Style of Home:
Cape Cod

Home Faces:
East

Inspection Agreements:
Emailed 06/01/2018

Inspection Agreements Signed:
Signed 06/03/2018

Date Report E-mailed:
Same day as inspection

Time Report E-mailed:
11:00 AM

Radon In Water:
No, Test Not Performed

Water Test:
Test Not Performed (if well, recommend
testing)

Radon Air Test:
Yes, Equipment Set, Pickup Arranged

Wood Destroying Insect Inspection
Performed:
Yes

Well Flow Test Conducted:
No (recommend test if water is supplied by
well)
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1. Exterior
Siding Style: Shiplap Siding Material: Wood Exterior Entry Doors: Wood Insulated glass Appurtenance: Sidewalk
Driveway: Asphalt

1.0 Exterior Foundation - Inspected
Observation: Where visible and accessible no major structural cracks were noted on the poured concrete exterior
foundation. The foundation looked to be in good condition.

Note: Minor stress cracks may have been noted during the inspection, but were not significant enough to mention in the
report.

Owners Note: Proper draining is critical to the future performance of the foundation. Trees and shrubs around
foundation can affect soil moisture content and thus the foundation. Experts recommend that trees and shrubs be
planted away from foundations, or that good root barriers be installed to prevent roots from getting under slab. Poor
drainage away from slab,or ponding against it, can also affect foundation performance. If for any reason water ponds at
any location near the foundation for any extended period of time (24 hours of more) drainage corrections will have to be
made.

Limitation of Foundation Inspection

> Structural components concealed behind finished surfaces could not be inspected.

> Engineering or architectural services such as calculation of structural capacities, adequacy, or integrity are not part of a
home inspection.

> Vegetation near the foundation can limit the inspection.

> The majority of the exterior foundation is covered with soil. This limited the inspection of the foundation.

1.1 CHIMNEYS AND ROOF PENETRATIONS - Inspected
Observation: The chimney is located in the center of the home. I did note one flue which appears to be in good
condition. The cement cap where visible seems in good condition. The chimney at the time of the inspection does not
appear to be in need of repointing or brick work.

Chimney safety should be a concern for every homeowner. Each year, lives and property are lost due to improper care
and maintenance of chimneys. A home inspection checks some parts of the chimney, but other parts need to be checked
by a professional. You should have your chimney checked at least once a year by a chimney professional, and cleaned if
necessary.

Limitations of Chimney Inspection

1) The chimney was inspected from the ground. I did not have visual access from all areas.

1.2 FLASHINGS - Inspected

Mystic Home Inspection Smith

333 Sample Report Lane Page 7 of 28



Observation: The roof flashing appears to be tight up against the chimney. I did note, from inside the house around the
fireplace, that water intrusion was not an issue at the time of the inspection.

Limitations of Chimney flashing Inspection

> None

1.3 Siding - Inspected
Observation: The siding appears to be wood. It is straight and tight up against the house. The lines of the home appear
to be straight. No significant deterioration was noted. Periodical cleaning of the siding is recommended.

Note: Minor defects such as small holes and damage from landscaping equipment or pest intrusion may have been
noted at the time of the inspection, but are not part of this report. Mildew noted at the inspection should also be cleaned
off the siding.

This is a VISUAL inspection only. I cannot make judgements regarding conditions behind exterior coverings of walls. I
make every reasonable effort to look for indications of pest or moisture damage to walls and other structural systems.
However, it is beyond the scope of this inspection to make judgements about concealed conditions in these areas. If it is
suspected that concealed damage may be possible, then a contractor should make a more detailed and exhaustive
evaluation of areas with suspected hidden damage.

1.4 EAVES, SOFFITS AND FASCIAS - Inspected
Observation: I noticed what could be carpenter bee damage on several sections of the siding and trim.

Recommendation: Recommend you have any damaged siding or trim repaired.

This is a VISUAL inspection only. I cannot make judgements regarding conditions behind exterior coverings of walls. I
make every reasonable effort to look for indications of pest or moisture damage to walls and other structural systems.
However, it is beyond the scope of this inspection to make judgements about concealed conditions in these areas. If it is
suspected that concealed damage may be possible, then a contractor should make a more detailed and exhaustive
evaluation of areas with suspected hidden damage.

1.5 Vegetation, Grading, Drainage (With respect to their effect on the condition of the building) - Inspected
Observation: The grading where visible and accessible around the house appears to be acceptable. At the time of the
inspection it had rained the day before and was drizzling the day of the inspection. There was no standing water the day
of the inspection near the house and the ground felt solid under foot.

1.6 Basement Entrance - Inspected
Observation: The basement entrance was dry and there were no signs of water intrusion at the time of the inspection.

Note: This is not a guarantee or warrantee against future leaks or water intrusion, which can happen at anytime.

1.7 Windows and Window Wells - Inspected

Mystic Home Inspection Smith
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Observation: Where visible and accessible the single and thermopane windows appeared, at the time of inspection, to
function properly for their age. The glass on the thermopane windows seemed clean and clear with no appearance of
broken seals or any fogging of the windows.

Recommendations: Recommend you clean and service the windows yearly.

Note: A representative number of windows have been tested for function and to determine their condition.

The proper installation of flashings around windows is critical to water proofing the exterior walls. Missing, damaged or
improperly installed flashings are the most common cause of moisture intrusion to walls and baseboards beneath
windows. Because these flashings are concealed by the exterior wall covering, we cannot endorse them and specifically
disclaim any evaluation of these flashings, and leaks may become evident only during heavy, prolonged or wind-driven
rainfall. The window screens are not evaluated because many people choose to remove them for aesthetic reasons.
Also, they are easily damaged and can be removed after our inspection. Windows with access issues were not
inspected.

Limitation of exterior window Inspection:

> Trim on second floor windows if not accessible may only be visually inspected.

> Windows with broken glass are not opened and closed.

1.8 Exterior Outlets - Inspected
Observation: There appears to be one exterior outlet. It was tested and functioned correctly; It is not GFI protected.

Recommendation: Recommend you upgrade any non GFI exterior outlets to GFI protected outlets.

1.9 Oil Fill Pipe - Inspected
Observation: I did note a non active oil fill and exhaust pipe on the left side of the home.

Recommendation: Recommend you have these pipes removed or seal as to prevent an oil company from accidentally
filling the basement with oil.

1.10 Exterior Lighting/Doorbell - Inspected
Observation: The exterior lighting seemed to function properly. It also appears to be properly located. The door bell
was functional.

Note: For dwelling units, attached garages, and detached garages with electric power, at least one wall
switch–controlled lighting outlet shall be installed to provide illumination on the exterior side of outdoor entrances or
exits with grade level access. A vehicle door in a garage shall not be considered as an outdoor entrance or exit.

1.11 Driveway - Inspected

Mystic Home Inspection Smith
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Observation: I did not note any major cracking or depressions at the time of the inspection.

Note: Minor cracking may have been noted at the inspection, but was not significant enough to put in the report.

Limitation of Driveway Inspection:

> None.

Note: If any part of your driveway is shared with a neighbor, it is recommend that you consult with an attorney with what
your liability is concerning maintenance and repaving.

1.12 Retaining Wall - Not Present

1.13 Steps to Building - Not Present

1.14 Doors(Front,Rear,Side) - Inspected
Observation: At the time of the inspection, the doors on the home appeared functional and I did not note any
significant rot around the door's trim. The doors appeared in functional condition.

Door Material: Wood, Glass.

1.15 Electrical Service Entry - Inspected
Observation: The electrical service entry at the time of the inspection shows no major issues, such as water intrusion,
frayed wiring, etc. The box seemed secure and tight to the home. No significant issues were noted with the drip loop at
the time of the inspection. The duct seal appears in good condition.

Note: Inspection of the exterior electrical service is a visual inspection. This inspection is not a guarantee or warrantee
that water intrusion into the interior box will not occur in the future.

1.16 Fencing - Not Present

1.17 Radon Migitation System - Not Present

1.18 WalkWay - Inspected

1.19 Deck - Not Present

1.20 Pool & Hot Tub Equipment - Not Present

1.21 Exterior Pipes or Line Sets - Not Present

1.1 Item 1(Picture) Chimney
1.15 Item 1(Picture) Service Entry

Limitation of Exterior Inspection:

Mystic Home Inspection Smith
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> The inspection does not include any geological surveys, soil compaction surveys, ground testing, or evaluation effects of, or potential for earth movement
such as earthquakes, landslides, sinking, rising or shifting for any reason.

> The inspection does not include evaluation of elements such as underground drainage systems, site lighting, irrigation systems, barbecues, sheds, pools,
spas and other recreational items.

> The exterior of the home was inspected and reported on with the above information. While the inspector makes every effort to find all areas of concern,
some areas can go unnoticed. Please be aware that the inspector has your best interest in mind. Any repair items mentioned in this report should be
considered prior to purchase. It is recommended that qualified contractors be used in your further inspection or repair issues as it relates to the comments in
this inspection report.

Mystic Home Inspection Smith
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2. Roofing
Roof Covering: Architectural Viewed roof covering from: Ladder Walked roof Sky Light(s): None Chimney
(exterior): Brick

2.0 ROOF COVERINGS - Inspected

2.1 SKYLIGHTS - Not Present

2.2 Roof Ventilation - Inspected

2.3 ROOF DRAINAGE SYSTEMS (Gutters & Downspouts) - Inspected

2.4 Vent Pipes - Inspected

2.0 Item 1(Picture) Roof Covering 2.4 Item 1(Picture) Vent Pipe

The roof of the home was inspected and reported on with the above information. While the inspector makes every effort to find all areas of concern, some
areas can go unnoticed. Roof coverings and skylights can appear to be leak proof during inspection and weather conditions. Our inspection makes an
attempt to find a leak but sometimes cannot. Please be aware that the inspector has your best interest in mind. Any repair items mentioned in this report
should be considered prior to purchase. It is recommended that qualified contractors be used in your further inspection or repair issues as it relates to the
comments in this inspection report.

Mystic Home Inspection Smith
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3. Garage
Garage Door Type: One automatic Garage Door Material: Metal Auto-opener Manufacturer: OVERHEAD DOOR

3.0 Garage Foundation - Inspected

3.1 GARAGE FLOOR - Inspected

3.2 OCCUPANT DOOR FROM GARAGE TO INSIDE HOME - Inspected

3.3 GARAGE DOOR OPERATORS (Report whether or not doors will reverse when met with resistance) - Inspected

3.4 GARAGE CEILINGS - Inspected

3.5 GARAGE WALLS (INCLUDING FIREWALL SEPARATION) - Inspected

3.6 Gararge Sill - Inspected

3.7 Garage Rafters - Inspected

3.8 Garage Electrical outlets - Inspected

3.9 Garage Roof Surface - Inspected

3.10 Siding & Trim - Inspected

3.11 Garage Gutters & Downspouts - Inspected

3.12 Garage Windows - Inspected

3.13 Garage Info - Inspected

Mystic Home Inspection Smith
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4. Basement or lower level
Access: Interior Door Bulk Head Multiple Forms of Egress: Yes Inspection Method: Entered Smoke Detectors
Noted: No, Recommend Install of Smoke/Carbon Detector Is The Basement Heated: Appears To Be Heated Basement
Air Conditioned: Appears to Be Air Conditioned Method Used To Observe Crawl Space: No Crawl Space Mouse
Droppings Present: Not Present

4.0 Foundations,Basements And Crawlspaces - Inspected

4.1 Access - Inspected

4.2 Smoke Detector - Inspected

4.3 Multiple Forms of Egress - Inspected

4.4 Inspection Method of Basement - Inspected

4.5 Is Basement Heated - Inspected

4.6 Is Basement Air conditioned - Inspected

4.7 Method used to observe crawlspace - Inspected

4.8 Basement Sill - Not Present

4.9 Basement Floor - Inspected

4.10 Basement Window - Inspected

4.11 Load Bearing Girders - Inspected

4.12 Support Columns - Inspected

4.13 Basement Sub Floor - Inspected

4.14 Joists - Inspected

4.15 Chimney & Cleanout - Inspected

4.16 Bulkhead/Basement Entrance - Inspected

4.17 Basement Dampness - Inspected

4.18 Sump Pump - Inspected

4.19 Drain - Inspected

4.20 % of Basement finished - Inspected

4.21 Insulation in ceiling - Inspected

4.22 Stairs and Handrails - Inspected

4.23 Basement Outlets - Inspected

4.24 House Humidifier/Dehumidifer - Inspected

4.25 Well Equipment - Not Present

4.26 Wood Destroying Insects - Inspected, Not Present
Basement dampness is frequently noted in houses and the condition which cause it are usually capable of being determined by an experienced building
analyst. Often, however, in houses which are being offered for sale, the visible signs on the interior of the basement which would indicate a past or present
water problem are concealed. For example, an area may be painted over, or basement storage may be piled against a wall where a problem has occurred.
If there has been a dry period before the time of the inspection, signs of past water penetration may not be visible. In such cases, the building analyst may
not be able to detect signs of basement dampness or water penetration.

Elimination of basement dampness, whether slight or extensive, can usually be accomplished by one or both of the following actions: realigning gutter and
extending downspouts to discharge some distance from the house; re-grading in the vicinity of the house so that the slope goes away from the house rather
than toward it.

A proper slope away from a house for a distance of approximately 5 feet is five inches ( one inch per foot).

Expensive solutions to basement dampness problems are often offered, and its possible to spend many thousands of dollars for such unsatisfactory
solutions as a system for pumping out water that has already entered the basement or area around or under it. Another solution sometimes offered is the
pumping of chemical preparations into the ground around the house. This has been found not to be of any value.

Mystic Home Inspection Smith
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Independent experts try to recommend solutions that prevent water from entering the basement around or under the building, and their solutions can be as
simple as purchasing a splash block for $5.00 and placing it under a downspout outlet, or the purchasing of a load of fill dirt for building up the grade around
the house.

If you have a basement dampness problem that persists in spite of efforts you have made following the instructions of your building analyst, call him for
further consultation and advice.

Mystic Home Inspection Smith
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5. Heating / Central Air Conditioning
Heat Type: Circulating boiler Energy Source: Oil Number of Heat Systems (excluding wood): Two Heat System
Brand: BURNHAM Heating System(s) Age: Date of Manufacture 2020 Ductwork: Non-insulated Filter Type:
Cartridge Filter Size: 12x16 Types of Fireplaces: Solid Fuel Propane gas logs non-vented Operable Fireplaces: Two
Number of Woodstoves: One Cooling Equipment Type: Heat Pump Forced Air (also provides warm air) Cooling
Equipment Energy Source: Electricity Oil Central Air Manufacturer: COMFORT MAKER Number of AC Only Units:
One Cooling Equipment Age: Original To Home

5.0 HEATING EQUIPMENT - Inspected

5.1 NORMAL OPERATING CONTROLS - Inspected

5.2 AUTOMATIC SAFETY CONTROLS - Inspected

5.3 DISTRIBUTION SYSTEMS (including fans, pumps, ducts and piping, with supports, insulation, air filters,
registers, radiators, fan coil units and convectors) - Inspected

5.4 FUEL STORAGE AND DISTRIBUTION SYSTEMS (Interior fuel storage, piping, venting, supports, leaks) -
Inspected

5.5 PRESENCE OF INSTALLED HEAT SOURCE IN EACH ROOM - Inspected

5.6 CHIMNEYS, FLUES AND VENTS (for fireplaces, gas water heaters or heat systems) - Inspected

5.7 SOLID FUEL HEATING DEVICES (Fireplaces, Woodstove) - Inspected

5.8 GAS/LP FIRELOGS AND FIREPLACES - Inspected

5.9 COOLING AND AIR HANDLER EQUIPMENT - Inspected

5.10 NORMAL OPERATING CONTROLS - Inspected

5.11 PRESENCE OF INSTALLED COOLING SOURCE IN EACH ROOM - Inspected

5.12 Distribution Systems-Baseboard/Radiator/Diffusers - Inspected

5.13 Main Fuel SHUT OFF - Inspected

5.0 Item 1(Picture) Heat Pump Heat/AC

The heating and cooling system of this home was inspected and reported on with the above information. While the inspector makes every effort to find all
areas of concern, some areas can go unnoticed. The inspection is not meant to be technically exhaustive. The inspection does not involve removal and
inspection behind service door or dismantling that would otherwise reveal something only a licensed heat contractor would discover. Please be aware that
the inspector has your best interest in mind. Any repair items mentioned in this report should be considered prior to purchase. It is recommended that
qualified contractors be used in your further inspection or repair issues as it relates to the comments in this inspection report.

Mystic Home Inspection Smith
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6. Electrical System
Electrical Service Conductors: Overhead service Panel capacity: 200 AMP Panel Type: Circuit breakers Electric
Panel Manufacturer: GENERAL ELECTRIC Branch wire 15 and 20 AMP: Copper Wiring Methods: Romex Missing
Junction Box Covers: None Noted.

6.0 SERVICE AND GROUNDING EQUIPMENT, MAIN OVERCURRENT DEVICE, MAIN AND DISTRIBUTION PANELS -
Inspected
Observation: The main panel box is located in the basement. The main disconnect breaker (outside) read 200 amps.
The interior of the box looked clean and free of excessive rust or corrosion. I noted what looked like aluminum wiring
coming into the home from the street. The branch wiring looked to be copper and stranded aluminum. The branch wires
did look proportionally sized to their amperage. There was no significant corrosion noted on any of the wiring. The box
appears to be properly grounded. I did note missing exterior box screws. (replace screws as needed) The panel
appears to have good access. The electrical circuits appear to be in functioning condition and there appears to be an
extra space for an additional circuit to be added.

Service Ground Location: There appeared to be two grounding locations, one was outside the house with the
grounding tied to a metal rod in the ground. The other was tied into the main water line.

Note: The inspection of the grounding is not a code inspection. Today's standards have been improved. The
configuration may not meet today's standards.

Double Taps: None Noted

Limitation of electrical panel Inspection

> Electrical components concealed behind finished surfaces are not inspected.

> Only a representative sampling of outlets and light fixtures were tested.

> Furniture and/or storage restricted access to some electrical components.

> The inspection does not include remote control devices, alarm systems and components, low voltage wiring and
systems and components which are not part of the primary electrical power distribution system.

> Inspection of the branch wiring was limited due to access. I was unable to determine if some of the branch wiring is
copper as the wire is deeply set into the breakers.

> The main disconnect breaker was not tested the day of the inspection. (computers and other components of the home
may be affected by testing of the breaker.)

> Inspection of the electrical panel is a limited inspection. Rust, corrosion, amperage, double tapping and missing
components are noted.

Note: If evaluation of the panel is noted in this report, the electrician may find other items that may be outside the scope
of the home inspection.

6.1 BRANCH CIRCUIT CONDUCTORS, OVERCURRENT DEVICES AND COMPATIBILITY OF THEIR AMPERAGE AND
VOLTAGE - Inspected

6.2 Junction Box Covers - Inspected

Mystic Home Inspection Smith
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6.3 POLARITY AND GROUNDING OF RECEPTACLES WITHIN 6 FEET OF INTERIOR PLUMBING FIXTURES, AND ALL
RECEPTACLES IN GARAGE, CARPORT, EXTERIOR WALLS OF INSPECTED STRUCTURE - Inspected

6.4 LOCATION OF MAIN AND DISTRIBUTION PANELS - Inspected

6.5 SMOKE DETECTORS - Inspected

6.6 CARBON MONOXIDE DETECTORS - Inspected

6.7 CONNECTED DEVICES AND FIXTURES (Observed from a representative number operation of ceiling fans,
lighting fixtures, switches and receptacles located inside the house, garage, and on the dwelling's exterior
walls) - Inspected

6.8 OPERATION OF GFCI (GROUND FAULT CIRCUIT INTERRUPTERS) - Inspected
The electrical system of the home was inspected and reported on with the above information. While the inspector makes every effort to find all areas of
concern, some areas can go unnoticed. Outlets were not removed and the inspection was only visual. Any outlet not accessible (behind the refrigerator for
example) was not inspected. Please be aware that the inspector has your best interest in mind. Any repair items mentioned in this report should be
considered before purchase. It is recommended that qualified contractors be used in your further inspection or repair issues as it relates to the comments in
this inspection report.
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7. Plumbing System
Water Source: Public Water Filters: None Plumbing Water Supply (into home): Black hose Plumbing Water
Distribution (inside home): Copper Washer Drain Size: 2" Diameter Plumbing Waste: PVC Manufacturer: A.O.
SMITH Water Heater Power Source: Electric Water Heater Capacity: 50 Gallon (2-3 people) Water Heater Location:
Utility Room Water Heater Age: 2019 Date of Manufacture

7.0 Water Service - Inspected
Observation: The client informed me that there is a public water connection with a municipal water supply network.

Recommendation: I recommend that you call the local town or city hall to verify that this home is being serviced with the
city water and city sewers. Try the assessor's office first.

Note: Determining the integrity of the connection between the home and main water supply is not part of this inspection.
Shut-off valve exclusions: water shutoff valves, including the "main" and any such valves at sinks, toilets, dishwashers,
washing machines, and water heaters are never routinely operated by home inspectors.

Only normal controls are tested for functionality. It is recommended that client(s) verify, prior to moving in large amounts
of storage and belongings, that all shutoffs are fully functional, properly located, and easily accessible at standard and
critical areas. It is not uncommon to find that shutoff valves are rusted in position, difficult to operate or they may have
leaks around the valve stems when operated. On older valves, care must be used for the valve may break, leak and/or
flood. Some problems, when present, can often be corrected by tightening the appropriate part of the valve. Older
valves may need to be replaced to have a functioning shut off in an emergency. If problems are noted or plumbing work
is required, consult with a licensed plumber.

7.1 Waste Disposal Pipes - Inspected

7.2 Water Pressure - Inspected

7.3 Water discharge - Inspected

7.4 Washer Dryer Connections - Inspected

7.5 Water Heater - Inspected

7.6 MAIN WATER SHUT-OFF DEVICE (Describe location) - Inspected

7.7 PLUMBING DRAIN, WASTE AND VENT SYSTEMS - Inspected

7.8 PLUMBING WATER SUPPLY AND DISTRIBUTION SYSTEMS AND FIXTURES - Inspected

7.9 HOT WATER SYSTEMS, CONTROLS, CHIMNEYS, FLUES AND VENTS - Inspected
Limitations of Plumbing Inspection:

> Portions of the plumbing system concealed by finishes and/or storage (below sinks, etc.), below the structure, or beneath the ground surface are not
inspected.

> Water quantity and water quality are not tested unless explicitly contracted for and discussed in this or a separate report.

> Water conditioning systems, solar water heaters, fire and lawn sprinkler systems, and private waste disposal systems are not inspected unless explicitly
contracted for and discussed in this or a separate report.

> It is always recommend on older homes which may have clay waste pipes to have them inspected by a licensed plumber.

> The home inspection does not determine if recalls have been issued on any plumbing material.

Note: Polybutylene pipe was installed and manufactured from the late 1970's till the mid-1990's, however, stockpiles of polybutylene pipe at supply vendors,
such as supply risers were still known to be available up to 1999. If your home has plastic water piping and was built within this time frame you may
consider consultation with a licensed plumber.

> The plumbing in the home was inspected and reported on with the above information. While the inspector makes every effort to find all areas of concern,
some areas can go unnoticed. Washing machine drain line for example cannot be checked for leaks or the ability to handle the volume during drain cycle.
Older homes with galvanized supply lines or cast iron drain lines can be obstructed and barely working during an inspection but then fails under heavy use.
If the water is turned off or not used for periods of time (like a vacant home waiting for closing) rust or deposits within the pipes can further clog the piping
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system. Please be aware that the inspector has your best interest in mind. Any repair items mentioned in this report should be considered before purchase.
It is recommended that qualified contractors be used in your further inspection or repair issues as it relates to the comments in this inspection report.
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8. Kitchen
Dishwasher Brand: WHIRLPOOL Disposer Brand: BADGER Exhaust/Range hood: VENTED Range/Oven:
WHIRLPOOL Built in Microwave: WHIRLPOOL Trash Compactors: NONE Refrigerator: WHIRLPOOL Countertop:
Granite Cabinetry: Wood Veneer

8.0 SINK HOT WATER TEMPERATURE - Inspected

8.1 COUNTERTOPS - Inspected

8.2 REPRESENTATIVE NUMBER OF CABINETS - Inspected

8.3 Windows - Inspected

8.4 Ceiling/Walls - Inspected

8.5 Floor - Inspected

8.6 Kitchen outlets - Inspected

8.7 Lighting and Switches - Inspected

8.8 Ventilation - Inspected

8.9 Heat Source - Inspected

8.10 DISHWASHER - Inspected

8.11 RANGES/OVENS/COOKTOPS - Inspected

8.12 RANGE HOOD - Inspected

8.13 TRASH COMPACTOR - Inspected

8.14 FOOD WASTE DISPOSER - Inspected

8.15 MICROWAVE COOKING EQUIPMENT - Inspected

8.16 8.16 REFRIDGERATOR - Inspected
Limitation of Appliance Inspection:

> Thermostats, timers and other specialized features and controls are not tested.

> The temperature calibration, functionality of timers, effectiveness, efficiency and overall performance of appliances is outside the scope of this inspection.

> The built-in appliances of the home were inspected and reported on with the above information. While the inspector makes every effort to find all areas of
concern, some areas can go unnoticed. Please be aware that the inspector has your best interest in mind. Any repair items mentioned in this report should
be considered before purchase. It is recommended that qualified contractors be used in your further inspection or repair issues as it relates to the comments
in this inspection report.
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9. Interior Rooms
Ceiling Materials: Gypsum Board Wall Material: Gypsum Board Paneling Wood Floor Covering(s): Carpet
Hardwood T&G Tile Interior Doors: Solid Wood Window Types: Thermal/Insulated Single pane Window
Manufacturer: BILTBEST

9.0 DOORS (REPRESENTATIVE NUMBER) - Inspected

9.1 ENTRYWAY, STEPS, STAIRWAYS,BALCONIES AND RAILINGS - Inspected

9.2 WINDOWS (REPRESENATIVE NUMBER) - Inspected

9.3 Floors - Inspected

9.4 Ceiling/Walls - Inspected

9.5 Electric Outlets/Switches/Lights - Inspected

9.6 Presence of installed Heat source in each room - Inspected
The interior of the home was inspected and reported on with the above information. While the inspector makes every effort to find all areas of concern,
some areas can go unnoticed. The inspection did not involve moving furniture and inspecting behind furniture, area rugs or areas obstructed from view.
Please be aware that the inspector has your best interest in mind. Any repair items mentioned in this report should be considered before purchase. It is
recommended that qualified contractors be used in your further inspection or repair issues as it relates to the comments in this inspection report.
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10. Bathroom(s)
Ceiling Material: Gypsum Board Wall Covering: Wall Paper Floor Covering: Tile

10.0 Bathrooms - Inspected

10.1 Sink and Hot Water Temp. - Inspected

10.2 Tub Shower - Inspected

10.3 Tile/Fiberglass Wall - Inspected

10.4 Toilet - Inspected

10.5 GFCI/Electrical/Lighting - Inspected

10.6 Ventilation - Inspected

10.7 Floor Covering - Inspected

10.8 Window - Inspected

10.9 Ceiling/Walls - Inspected

10.10 Bathroom Door - Inspected

10.11 Heat Source - Inspected
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11. Attic
Power Venting: Present Inspection Method: Visual From Scuttle Visual From Knee Wall Entrance Insulation Type:
FiberGlass Batt Radiant Barrier Mouse Droppins Present: No

11.0 Power venting - Inspected

11.1 Inspection Method - Inspected

11.2 Evidence of Water Penetration - Inspected

11.3 Roof Decking - Inspected

11.4 Roof framing - Inspected

11.5 Chutes Present: - Inspected

11.6 Any Venting Into Attic - Inspected

11.7 Chimney - Inspected

11.8 Insulation In Attic - Inspected

11.9 Ventillation Of Attic - Inspected

11.10 Storage - Inspected

11.11 Floors - Inspected

11.12 Dry Venting - Inspected

11.13 Attic Knee Wall - Inspected
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12. Structural Components
The Home Inspector shall observe structural components including foundations, floors, walls, columns or piers, ceilings and roof. The home inspector shall
describe the type of Foundation, floor structure, wall structure, columns or piers, ceiling structure, roof structure. The home inspector shall: Probe structural
components where deterioration is suspected; Enter under floor crawl spaces, basements, and attic spaces except when access is obstructed, when entry
could damage the property, or when dangerous or adverse situations are suspected; Report the methods used to observe under floor crawl spaces and
attics; and Report signs of abnormal or harmful water penetration into the building or signs of abnormal or harmful condensation on building components.
The home inspector is not required to: Enter any area or perform any procedure that may damage the property or its components or be dangerous to or
adversely effect the health of the home inspector or other persons.

Foundation: Poured concrete Method used to observe Crawlspace: No crawlspace Floor Structure: 2 X 8 Wall
Structure: 2 X 4 Wood Columns or Piers: Wood piers Ceiling Structure: 2X4 Roof Structure: Engineered wood
trusses Roof-Type: Gable Method used to observe attic: From entry Attic info: Attic hatch

12.0 FOUNDATIONS, BASEMENTS AND CRAWLSPACES (Report signs of abnormal or harmful water penetration
into the building or signs of abnormal or harmful condensation on building components.) - Inspected

12.1 WALLS (Structural) - Inspected

12.2 COLUMNS OR PIERS - Inspected

12.3 FLOORS (Structural) - Inspected

12.4 CEILINGS (structural) - Inspected

12.5 ROOF STRUCTURE AND ATTIC - Inspected
The structure of the home was inspected and reported on with the above information. While the inspector makes every effort to find all areas of concern,
some areas can go unnoticed. Please be aware that the inspector has your best interest in mind. Any repair items mentioned in this report should be
considered before purchase. It is recommended that qualified contractors be used in your further inspection or repair issues as it relates to the comments in
this inspection report.
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INVOICE

Mystic Home Inspection
80 Coogan Blvd.
Suite #14
Mystic, CT 06355
(860)245-1588

Inspected By: Paul Campbell

Inspection Date: 7/6/2018
Report ID: 00001

Customer Info: Inspection Property:

Mr. John Smith
Easy Street
Mystic CT 06355

Customer's Real Estate Professional:
Real Esate Agent
Local Real Estate agency

333 Sample Report Lane
Mystic CT 06355

Inspection Fee:
Service Price Amount Sub-Total

Tax $0.00
Total Price $0.00

Payment Method: Check
Payment Status: Paid At Time Of Inspection
Note: Paid In Full
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Mystic Home Inspection

Paul Campbell

80 Coogan Blvd.
Suite #14

Mystic, CT 06355
(860)245-1588
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